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SPECYFIKACJA PRODUKTU: FIBERPRO NF4002-D10-XX
2-czestotliwosciowy, 4-elementowy uktad nawigacyjny GNSS/CRPA z eksportem chronionego NMEA

Parameter

Description

Note

Supported GNSS constellations

GPS L1 (C/A), LS
Galileo E1, E5a,
SBAS L1

Frequency bands

GPS L1 (1575.42 + 3.75) MHz
GPS L5 (1176.45 + 10.5) MHz
Galileo E1 (1575.42 + 3.75) MHz
Galileo ESa (1176.45 = 10.5) MHz

Operation mode

DO(Digital Qutput),
Internal GNSS receiver

Jamming-free cleared PVT solution

Single jammer

Interference interference resistance | 20 98 (/S)
resistance
(Robustness to Several jammers
Jamming) interference resistance | 82 dB (J/S)
(up to 3 directions)
Number of receiver elements 4 For each frequency band
Positioning accuracy | Horizontal <21m - For static mode, at 24 hours
(RMS) without = - Depending on atmospheric conditions, satellite
interference Vertica <38m visibility and geometry, multipath conditions
Cold start < 33 sec ;
Static mode
TTFF without Hot start =
interference When the GNSS signals are interru
G pted for less
e R e than 5 sec and then restored
Data interface 1 XUART 115,200 baud rate, 8bits, no parity, 1 stop bit
Data update rate Up to 14 Hz PVT data
Data protocol NMEA, UBX GGA, GLL, GSA, GSV, RMC, VTG
Altitude Up to 18,000 m
Operation conditions | Velocity Up to 515 m/s
Acceleration Uptodg
Supply voltage 10.8 V (typical) Operating voltage : 9V ~ 36 V
Power consumption Up to 5 W (typical)
Dimensions, L XWX H 100 mm X 100 mm X 35.8 mm
Weight 350¢g
Operating temperature -40°C ... +71°C
Storage temperature -40°C ... +85°C
- ) In enclosure
Environmental MIL-STD-810G Qualified
EMC/EMI MIL-STD-461G Qualified
Connectors Power, Data, Service Micro D-Sub 25pins Power (PWR), Data (UART), Service (Service)
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