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SPECYFIKACJA PRODUKTU: FIBERPRO NF4012-D10-SO
2-czestotliwos$ciowa, 4-elementowa antena CRPA z eksportem chronionego sygnatu RF

Parameter

Description

Note

Supported GNSS

GPS L1 (C/A), LS
Galileo E1, E5a
SBAS L1

RF Output

Frequency bands

GPS L1 (1575.42 £ 3.75) MHz
GPS L5 (1176.45 + 10.5) MHz
Galileo E1 (1575.42 + 3.75) MHz
Galileo E5a (1176.45 + 10.5) MHz

Operation mode RO (RF Output) Jamming-free cleared GNSS RF Signals
Single jammer 40 dB (typical) JIS 90dB @3rd party receiver
Interference
Rejection Several jammers ] .
6 10 3 diecions) 32 dB (typical) JIS 82dB @3rd party receiver
Number of channels 4 For each frequency band
RF output absolute power up to -55dBm

Power Spectral Density

up to -120dBm/Hz

Supply voltage

9 ~ 36 VDC (typical 10.8V)

Power consumption

up to 5 W (typical)

Dimensions, L XWXH

102 mm X102 mm X35 mm

Weight 350g
Operating temperature -40°C ... +80°C
Storage temperature -40°C ... +85°C

Environmental MIL-STD-810G Qualified
EMC/EMI MIL-STD-461G Qualified
Power 380-025-213L001 Micro D-Sub 25 pin, Female, Panel Mount
Connectors
RF Output SMA
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